COMFRST

150M Mini Wireless Router

Quick Installation Guide

CF-WR6000N

5. Client

CF-WRB6000N is equal to a wireless adapter, can be used to connect with wireless
hotspot or wireless router. Under this Workln% mode, its wired RJ45 port used as
LAN port, computers can connect to CF—VWRB000N only through a network cable.
In order to avoid conflict with front end network equipment DHCP, CF-VWR6000N's
DHCP server is closed by default under this mode, if you want to login CF—
VWR6000N management center, you need manually set the computer's IP address.

Application Environment: Network Multimedia Player. IPTV etc. network
equipments which need through wireless way connect to the Internet.
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Charpter 1 Product Introduction

Thank you for purchasing COMFAST portable wireless product!

CF-WR6000N is a network equipment based on IEEE802.11n protocol and compatible
with IEEE802.11b/g protocol, it can provide up to 150Mbps transmission rate, equal to
3 times of common IEEE802.11g product transmission rate, CF—\WR6000N 150Mbps

mini wireless router have five application modes to introduce:

1. AP

CF-WR6000N as a supplement of Wired LAN, can realize the wired local area network

wireless accessing function, plug—and—play.

CF-WRB6000N work as AP mode by default, this working mode no need any settings,

Just need plug the CF-WRB000N into the power supply socket and connect the
network cable well, then make computers/Wi-Fi mobile phones/tablet pcs through
wireless way connect to the CF—WR6000N and surf the internet.

Under this working mode, CF-\WWR6000N's wired RJ45 port used as a LAN port,
computers can connect to CF=WRB000N through wire or wireless way. In order to

avoid conflict with front end network equipment DHCP, CF-WR6000N's DHCP server
is closed by default under this mode, if you want to login CF=\WWR6000N management

center, you need manually set the computer's IP address.

@
Application Environment: Hotels. School dorms etc.

Wired network interface
) .

Network cable

Charpter 2 Product Hardware Installation

<—>Hardware connection

1. Only need plug CF—=WRB000N into the standard power socket.
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2. A]l:[_er finishing the connection, please examine the indicator light is normally
working:

Indicator light status System status

Always being on system normal working

Flashing LAN/WAN port connecting well

If Indicator light does not work, it is abnormal, please check the indicator light itself.

1. In thunderstorm weather, please remove the equipment power
and all link wires to avoid damage from lightning

2. Keep away from heat, keep ventilated

3. Pay special attention to making it waterproof when in storing,

WARNING transporting and operating environment.

Note: In most cases, Hotels. school dorms network all adopt dynamic distributing
|P addresses, then computers/Wi-Fi mobile phones/tablet pcs' IP address and DNS
address only need setting as automatically obtain. In few cases, computers/Wi-Fi
mobile phones/tablet pcs's IP address and DNS address need setting as the
address appointed by the administrator, more details please inquiry administrator.

2. Router

CF-WRB6000N is a wireless router, its wired RJ45 port used as a WAN port, it can
connect to the ADSL modem through a network cable, computers can connect with
CF-WRB6000N through wireless way and share the internet.

Under this working mode, wired RJ45 port used as WAN port, computers can
connect to CF=WRB6000N only through wireless way. CF=WR6000N's DHCP
server is open by default under this mode. Suggest setting the computer's |IP
address and DNS address as automatically obtain.
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Application Environment: Common family. apartment etc.
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3. Repeater

CF-WRB6000N can be used to expand existing AP or wireless router's wirelesss
signals coverage. Under this working mode,its wired RJ45 port used as LAN port,
computers can connect to CF—=\WWR6000N through wire or wireless way, and now
the CF=WRB6000N's SSID is the repeater connected front router's SSID. CF-
WRB000N's DHCP server is closed by default unders this working mode, if you
want to login CF-=WRB000N management center, you need manually set the

Charpter 3 How to login the equipment
This charpter mainly introduce how to login the equipment and web setting page:
1. Use wireless adapter to connect

a. Set your computer wireless adapter's IP address, this setting use Windows XP as
an example, right—click the "network neiborhood" icon on your computer desktop
and select the "Property" from the listing.

Open
Explore
Search For Computers...

Map Network Drive...

Disconnect Network Drive. ..

Create Shortcut
Delete
Rename

operties
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b. In the property window, right—click the "Local Area Connection'(if you are using
wireless connection, please select the "Wireless Network Connection") and also
select the "Property" from the listing.

ocal Area Connection
Connected, Firewalled
[ ZE  pisable

Status
Repair

Bridge Connections

Create Shortcut

Rename

propertes |

computer's IP address.

Application Environment: Duplex Apartment. Large spaces etc. &
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4. Bridge

CF-WR6000N's bridge mode is similar like the repeater mode, it is also used to
expand existing AP or wireless router's wireless signals coverage. Under this
working mode, its wired RJ45 port used as LAN port computers can connect to
CF-WRB000N through wire or wireless way. In order to avoid conflict with front
end network equipment DHCP, CF-WR6000N's DHCP server is closed by default
under this mode, If you want to login CF—~\WWR6000N management center, you

need manually set the computer's IP address.
ﬁ
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Application Environment: Duplex Apartment. Large spaces etc.

c. In the Local Area Connection property window, firstly select the " Internet
protocol(TCP/IP)", then click the "Property" button.

- Local Area Connection Properties

General | Authentication  Advanced

Connect using

B9 Feakek PCle FE Famiy Controller _m

This connection uses the folowing items:

I 21005 Packet Scheduler -~

Y] %~ AEGIS Protocol (EEE 8021%) v37.50

LRy = F CP/AP) )
v

<[ ] @

Desciption

Transmission Contiol Protocol/intemet Protocol The defauk
wide area network protocal that provides communication
acioss diverse intesconnected networks.

[ Show icon in niotification area when connected
[] Nolify me when this connection has limited or no connectivity

d. In the Internet protocol(TCP/IP) property window, please set your computer's IP
address by selecting "Use the following IP address(S)", as shown:

[‘Internet Protocol (ICPAIP) Properties wdr
General | Allemate Configuiation
‘You can get IP settings assigned automatically i your network suppods

this capabity. Othervase, you need to ask your network administratos for
the appropriate IP seffings.

(%) Obtain an IP address sutomaticaly
) Use the folloving IF* address:

(@) Obtain DNS server address automatically
©) Use the folloving DNS server addresses

Type in:
IP address: 192.168.0.XXX (XXX can be 2~254)
Subnet mask: 255.255.255.0

DNS Server: you can type in your local DNS server address(ask your ISP), also you
can use the router as your DNS proxy server.

After finishing the typing, please click "OK" button and save your settings in the Local
Area Connection property window.

Note: Only under AP or 3G router working mode, you can login the equipment by
using this method.

2. Login the web setting page

After setting your computer wireless adapter by using the above method, you can
login the web setting page according to the following steps:

a. Open your WEB IE and type the address " http://192.168.0.1" and Enter.

b. In the popup window, type in the default user name : admin ; default password:
admin ; then click "OK".

Windows Securiy =
The server192.168.01 at Router requires a username and password.

Warning: This server is requesting that your username and password be
sent in an insecure manner (basic authentication without a secure
connection).

[ ‘ admin I
M=—

| Remember my credentials

Cancel

1|

h.1 Click your computer desktop right corner wireless network icon ,
open " wireless network connection" dialogue box, refresh network list
and select the existing connected network spot and click the button

"connect(C)"
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c. If your typed user name and password are correct, the |E will go into
the administor main page, as shown below:

statws | mods | Lan | wirsless | admin | Logous

REFRESH |
- Standard Wireless 4% and APClae Brdge
ik Seatus Disconnected
LA Info:
1P acdress 18216801
Subat Mk 255.255.255.0
DHCP Servar Disable
HAC Adrass 00:B0:C0;02:06:80

d. If you select the first device work mode, that is wireless router mode,
as shown below:

status | Mode | wan | LN | wirsless | Security | Server | Routing | admn | Logour
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h.2 After the connecting, go into the client setting, shown as follow:

-_REFRESH __CONNE:T -CLOSE ¥
({ﬁm Choosepszazaz) WeAWRAZTHIPAES cir il 7, O
(ﬁ') e Thecssds] 7 weaseskweazeskaes cne il oo, [
() ToomsencBsecn ) notsetseruriy 20 ot illssy D
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PRemote-Wifi  Setup

Enable ap-Client =

Remots AP SSIO SEARCH 2P
wiFi Status Diszannectad
Security
Security Moda Gpen System v
Encrypt Type Hone
iy [ eanceL

2012 Copyright. All Rights Reserve

e. Click the "APPLY", as shown below:

B fLangusce: NN  version: 1.0.7.2

Status | Moda | WaM | LAN | wirelass | Sacurity | Servar | Routing | Admn | Logout
»Setup  Break-Detection MAC-Clone DONS.
WAN Setup Help
Connection Type PRPGE (ADSL) % [ p—
PPPOE Usemame FRROE = =
PPPOE Password rrnenern
MU 182 (546~1482
Primary DNS Server (Gptional)
Secondary DNS Server (Optional)
Hostnama (Gptianal)
Senice Hame (Gptianal) i e

f. Click the "APPLY", as shown below:

@B Aanguage: NERRY  version: 1.07.2

Status | Mode | WAN | LaM | Wireless | Secunty | Server | Routng | Admn | Logout
»Basic  Security Advanced WDS  Station List Mac Access
Basic
Wireless Enabled
802.11 Mode 11bigin mixed mode w.
ssio ‘Wireless AP_BEGD

Do Not Broadcast 5510 [

Channel 2437MHz (Channel 6) %
HT Channel 2417MHz (Channel 2) ¥
HT Dats Rates
Channel BandWidth
Guard Interval

HT TxStream

HT Ruestrasm

APPLY CANCEL
2012 Copyright. All Rights Reserve

h.3 After the client setting, click "APPLY", go on the wireless password setting,
and click"APPLY" finishing the settings, shown as follow:

@8 Aanguace: [EEEREY  Version: 1072

Status | Mode | WAN | L4 | wireless | Security | Server | Routing | dmin | Logeut

security

Security Mode
WPA-PSK
Encrypt Type
WPA-PEK Key
(8-83 ASCIL charactars, o 64 haxadecmal charactars <0-9 or a.f, 4£3)
Rekay Intarval 3600 | sscondis)
RADUIS Server
I addrass
Fort 1812

Shared Secret
Session Timeout o
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g. If you select the second device work mode, that is AP mode, as shown below:

Version: 1.0.7.2

Status | Mode | waN | LaN | wirsless | Secunty | Server | Routng | Admin | Logout

Device Work Mode

©  Wireless Router Made{Gateway

Wiralass connect to local network, The ethemet connect to intemat.

¥ O-w-e

ot remote AP, Ethemet connect to lecal

Client Router Made

PC or local network, APClient Interface work for 3 WAM port
oo or routar.
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h. Click the "APPLY", then the AP mode restart and click "RETURN", shown as below:

Congratulations on success of change settings.

Charpter 5 Warranty and after- sale service

COMFAST product have 1 year warranty since the date of purchase.

Under the circumstance that this product haven't defect in material and craft,
guarantee obligations just include maintenance and replacement of the bad
products. Please read instruction manual carefully before using, we won't take any
responsibility for wrongly use and Man-made damage; When you need
maintenance, please show relevant document or receipt, otherwise our company
won't provide any after—sale service; Our company won't maintain the product
which had ever been taken apart or repaired by Not our company personnel; All
products passed the strict inspection, if you find the product has overheating,

deformation, crack or other abnormal phenomena when using, please stop the using

and contact the dealer or contact us.

* Warning: this product need keep away from fire source and heat source,
keep placed environment ventilated, pay attention to
waterproofing and dampproofing. Please do not take apart the
product privately, it need professionals to maintain when there is a
failure.

Shenzhen Four Seas Global Link Network Technology Co., Ltd.
Address: 11CD, Hangdu Building, Huafu Road, Futian District, Shenzhen, China
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