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TERMS AND CONDITIONS OF SALE AND LICENSE OF TANDY COMPUTER EQUIPMENT AND
SOFTWARE PURCHASED FROM RADIO SHACK GCOMPANY-OWNED COMPUTER CENTERS, RETAIL
STORES AND RADIO SHACK FRANCHISEES OR DEALERS AT THEIR AUTHORIZED LOCATIONS

USA ONE-YEAR LIMITED WARRANTY

[ cusmmm OBLIGATIONS
. CUSTOMER assumes full responsibility that this p hardware p {the "'Equi ), and any copies of
software included with the Equipment or licensed se&arately (the * ‘Software’ ') meets the specifications, capacity,
capabilities, versatility, and other requirements of CUST!

B. CUSTOMER assumes full responsibility for the condition and effectiveness of the operating environment in which the
Equipment and Software are to function, and for its installation.

n. LIMITED WARRANTIES AND CONDITIONS OF SALE
A. RADIO SHACK warrants to the original CUSTOMER that the Equi is free from ing defects for a period of one

1 calendar ¥ear from the date of purchase as evidenced by a RADIO SHACK sales document. RADIO SHACK warrants to the

onqmal CUSTOMER that any diskette, disk cartridge, cassette tape, tape cartridge or other external storage media included

with the E |s free from g defects Ior a enod of ninety (30) calendar days from the date of purchase.

i only o ‘ by the original customer from Radio Shack

company-owned cnm uter Centers, retail stores, and Radln Shack Ilancnlsus and dealers at their authorized locations.

The warranties are void if the merchandise has been subjected to improper or abnormal use. If a manufacturing defect is

discovered during the stated warranty periods, the defective item must be returned to a Radio Shack Computer Center, a

Radio Shack retail store, a participating Radio Shack franchisee or a participating Radio Shack dealer for repair, along with a

copy of the sales document or lease agreement. The original CUSTOMER'S sole and exclusive remedy in the event of a defect

is limited to the correction of the defect by repair, replacement, or refund of the purchase price, at RADIO SHACK'S election
and sole expense. RADIO SHACK has no obligation to replace or repair expendable items.

C. RADIO SHACK makes no warranty as 1o the design, capablllty capacity, or suitability for use of the Software, except as
provided in this paragraph. Software is licensed on an "AS IS" basis, without warranty. The original CUSTOMER' S exclusive
remedy, in the event of a Software manufacturing detect, is its repair or replacement within thirty (30) calendar days of the
date of the RADIO SHACK sales document received upon license of the Saftware. The defective Software shall be returned to
a Radio Shack Computer Center, a Radio Shack retail store, a participating Radio Shack franchisee or Radio Shack dealer
along with the sales document.

D. Except as provided herein no employee, agent, franchisee, dealer or other person is authorized to give any warranties of any
nature on behalf of RADIO SH.

E. EXCEPT AS PROVIDED HEREIN, RADIO SHACK MAKES NO EXPRESS WARRANTIES, AND ANY IMPLIED WARRANTY OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE IS LIMITED IN ITS DURATION TO THE DURATION OF THE
WRITTEN LIMITED WARRANTIES SET FORTH HEREIN.

[ gﬁ%\%osbtﬁaé%s do not allow limitations on how long an implied warranty lasts, so the above limitation(s) may not apply to

. LIMITATIOII DF LIABILITY

PROVIDED HEREIN, RAUIO SHACK SHALL HAVE NO LIABILITY OR HESPOIISIBILITV T0 CUSTOMER OR ANY
OT nso OR ENTITY WITH RESPECT T0 ANY LIABILITY LOSS OR DAM CAUSED OR ALLEGED YO BE CAUSED
DIRECTLY OR INDIRECTLY BY “EOUI ' OR “SOFT > $OLD, LEASE CENSED OR FURNISHED BY RADIO
SHACK, INCLUDING, BUT NOT LIMITED 10 AIIY INTERIIUPTIOII IIF SERVICE LDSS OF BUSINESS OR AIITICIPATORY
PROFITS R COIISEOUEII 1AL DAMAGES LTING FROM USE D! TION OF THE 'EQUI L
“'SOFTWARE.” (N NO EVENT SHALL RADIO SHACI( BE LIABLE FOR I.OSS OF PIIOFITS OR ANY INDIRECT, SPECIAL OR
CONSEQUENTIAL DAMAGES ARISING OUT OF ANY BREACH DF WARRANTY 0| Y MANNER ARISING OUT [
OR CONNECTED WITH THE SALE, LEASE, LICENSE, USE OR AIITIGIPATED USE IlF TH “ OUIPMENT” OR “SOFTWAI
NOTWITHSTANDING THE ABOVE LIMITATIONS AND WARRANTIES, RADIO SHACK'S LIABILITY HEREUNDER FOR
DAMAGES INCURRED BY CUSTOMER OR UTHERs SHALI. NOT EXCEED TIIE AMOUNT PAID BY CUSTOMER FOR THE
PARTICULAR “EQUIPMENT" OR “‘SOFTWARE" INVOLVI

. RADIQ SHACK shall not be liable for any dama ?es caused hy delay in delivering or furnishing Equipment and/or Software.

. No action arising out of any claimed breach of this Warranty or transactions under this Warranty may be brought more than
two (2) years after the cause of action has accrued or more than four (4) years after the date of the Radio Shack sales
document for the Equipment or Software, whichever first occurs.

D. Some states do not allow the limitation or of or quential S0 the above limitation(s) or
exclusion(s) may not apply to CUSTOMER.

. SOFTWARE LICENSE

ADIO SHACK grants to CUSTOMER a non-exclusive, paid-up license to use the TANDY Software on one computer, subject to
the following provisions:
A, Except as otherwise provided in this Software License, applicable copyright laws shall agpIy to the Software.
B. Title to the medium on which the Sottware is recorded (cassette and/or diskette) or stored (ROM) is transterred to
CUSTOMER, but not title to the Software.

C. CUSTOMER may use Software on a multiuser or network system only if either, the Software is expressly labeled to be for use
on a multiuser or network system, or one copy of this Software is purchased Yor each node or terminal on which Software is
o be used simultaneously.

D. GUSTOMER shall not use, make, manufacture, or reproduce copies of Software except for use on one computer and as is

specifically provided in this Software License, CUSTOMER is expressly prohibited from disassembling the Software.

€. CUSTOMER is permitted to make additional copies of the Software only for backup or archival gurposes or if additional

copies are requnred in the operation of one computer with the Software, but only to the extent the Software allows a backup

0 be made.

F. LPgTOMER may resell or distribute unmodified copies of the Software provided CUSTOMER has purchased one copy of the
Software for each one sold or distributed. The grnvnsmns of this Software License shall also be applicable to third parties
receiving copies of the Software from CUSTOM

G. Al copyright notices shall be retained on all copies of the Software.

V. APPLICABILITY OF WARRANTY

A. The terms and conditions of this Warranty are applicable as between RADIO SHACK and CUSTOMER to either a sale of the
Equipment and/or Software License to CUSTOMER or to a transaction whereby Radic Shack sells or conveys such Equipment
to a third party for lease to CUSTOMER

B. The limitations of liability and Warranty provisions herein shall inure tg the benefit of RADIO SHACK, the author, owner and/
or licensar of the Software and any manufacturer of the Equipment sold by RADIO SHACK.

STATE LAW RIGHTS

The warranties granted herein give the original CUSTOMER specific legal rights, and the ariginal CUSTOMER may have other

rights which vary from state to state. 4/90
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This add-on drive is primarily designed for the Tandy 1000 TL and
( “andy 1000 HX (Cat. No. 25-1053A) computers, or any others that are
designed for a 1" high add-on drive. For information on installing in a
Tandy 1000 TL, turn to page 11.
Adding an additional disk drive to your computer can greatly simplify disk
related operations. DOS commands such as COPY and DISKCOPY are
simplified by the additional drive. Moreover, the increase in capacity
improves interaction with your computer by increasing the number of files
that can be made available to the system. Some application programs are
greatly enhanced by the additional storage afforded by a second disk drive.
One drive can be dedicated to a system (or DOS) diskette, while the other
can be dedicated to an application program. Or use one drive for the appli-
cation and the second for data only.

Notes:
1. On the right side of the drive cabinet, toward the rear, there is a four-po-
sition switch. This is the drive select switch. As supplied, it is set for drive
. B. If you are installing this drive to be used for other than B, set the switch
( accordingly. The rear-most setting is A and the front-most setting is D.

Drive Select Switch

DCBA

Figure 1

2. Four screws are provided with this add-on disk drive. This may mean for

( your particular application that you have one screw left over. That’s OK.

Also note that two eject buttons are supplied. The one you use will
depend on the computer involved.




Removing the Option Cover and Option Boards in the 1000 HX

Turn the power switch off and unplug the power cord. Remove the optio(
cover of the 1000 HX by pushing down on the top of the option cover an
sliding it back and off of the unit.

Figure 2

Unplug any cables connected to the option board(s). Remove the screws
holding the option board (s) in place. Remove any option boards in the unit
by unplugging them from the main board at the bottom of the unit.




Removing the Top Cover of the 1000 HX
(('\ocate and remove the two screws securing the top cover in the option bay
Jf the 1000 HX.

Figure 3

Place the computer upside down on a soft surface to avoid scratching the
case. Remove the nine screws from the bottom of the unit that secure the top
cover to the unit.
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Figure 4

Note: Be sure to take note of the screw labels embossed into the bottom

of the computer.

Hold the case top and bottom together and turn the unit upright. Remo(

top cover from the unit.

Removing the Disk Drive Mounting Assembly

Locate and remove the two screws at the back of the disk drive mounting

assembly.
Phillips Screws
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Figure 5




('iﬁ up the back of the disk drive mounting assembly and disconnect the
.terface cable from the main logic board.

Disk Drive
Mounting Assembly

Disk Drive

Interface Cabl
(
X

Remove the disk drive assembly from the unit by lifting up the back
and allowing the lip in the front of the assembly to exit the slot in
which it is installed.
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Figure 7




Installing the Second 34" Disk Drive

Remove the two screws from the right side of the disk drive mounting a
sembly (look at Figure |1 for areference). If present, remove the tape holdi

the interface cable to the disk drive mounting assembly.

Second Disk Drive

Light Gray Button

Figure 8
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Install the light gray button on the front of the drive as shown. Then install
the bezel on the front of the drive; position the end next to the button in
place and then press the other end into place (it will snap into place).

Second Disk Drive

Figure 9

Insert the second disk drive into the space beside the existing drive in the disk

drive mounting assembly.

(




ttach the disk drive interface cable connector to the back of the new disk
drive.

Second Disk Drive
Cable Connector

Back of Disk Drive
Mounting Assembly

Figure 10
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Secure the disk drive to the disk drive mounting assembly with one screw
through the bottom as shown. Secure the side of the disk drive mounting
assembly with the two screws provided as shown. (Be sure to use the short
screws provided, not the ones previously removed.)

Screws

8 Figure 11




Re-installing the Disk Drive Mounting Assembly in the System Unit
Slip the lip at the front end of the disk drive mounting assembly into the sl
in the bottom of the unit.

Lip

Slot in Frame

Figure 12

Plug the disk drive interface cable into the main logic board. Be sure that
the cable is oriented properly and that the pins line up before applying
pressure to the connector. ’

Let the disk drive mounting assembly rotate back into position being sure
that the screws line up with the holes in the bottom of the unit.

Disk Drive
Mounting Assembly

Disk Drive
Interface Cable

Figure 13 (

Replace and tighten the two screws previously removed.




Re-assembling the System Unit

‘.

.«ote: When re-assembling the case, be careful not to overtighten the
screws.

Place the case top upside down. Remove the second disk drive slot cover by
removing the screw holding it in place.

Replace the top cover being sure that it is oriented properly on to the bottom
of the system unit.

Replace and secure the two screws in the option board area.

Figure 14




Holding the top and bottom case parts together turn the computer upsid(
down and replace the nine screws. Pay particular attention to the scre
legends near each hole. The legend indicates the length of the screw.
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““eplace any option boards that were removed from the system.

4 . - . . . . -
Replace the option board cover by sliding it forward until it snaps into
place.

Installation in Other Tandy Computers

Installation in a 5}4" opening

If you are installing this drive into a 54" drive space, you will need an
adapter kit, Catalog Number 25-1076 (which comes with its own set of
instructions).

Installing into a Tandy 1000 TL in a 3)4" Opening

[f you are installing this drive in a 3)4" drive space, proceed as follows.

11
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The typicul sequence of installation will be as follows:
1. Remove the case/cover of the computer (follow instructions provided in

the Owner’s Manual).
;
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2. Remove two screws holding the drive bracket. Remove the drive bracket.

Remove Drive Bracket

Place Add On Drive in Bracket;
secure with three screws.

Install Drive Bracket Assembly
and secure with two screws.

Figure 17

3. Install the blue button on the front of the drive as shown.

Figure 18 (




On the computer’s case. remove the existing front panel trim to expose
the drive opening. (This item is a small plastic piece snapped into the front
of the case: you may have to carefully use a small screw driver to help pry
it away from the case.) If a 3%%" bezel is in place (part of the front panel),
proceed to the next step. If' there is only an opening, add the bezel
(supplied) onto the front of the drive: position the end next to the button
in place and then press the other end into place (it will snap into place).

Slide the added drive into place in the drive bracket and secure with
the screws provided. (Depending on the computer, you may use only
three of the four screws provided. That's OK.)

Replace the drive bracket assembly and fasten with the two screws
previously removed.

Connect the cable to the back of the add-on drive.

Replace the computer’s case and fasten with the screws previously
removed.
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SERVICE POLICY

Radio Shack's nationwide network
of service facilities provides quick,
convenient, and reliable repair
services for all of its computer
products, in most instances.
Warranty service will be performed
in accordance with Radio Shacks =
Limited Warranty. Non-warranty '
service will be provided at _
reasonable parts and labor costs. I‘\ .
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RADIQ SHACK

A Division of Tandy Corporation
Fort Worth, Texas 76102
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