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The FCC Wants You To Know 
This equipment generates and uses radio frequency energy. If not in- 
stalled and used properly (in strict accordance with the manufacturer's 
instructions), it might cause interference with radio and television 
reception. You can determine whether the equipment is causing inter- 
ference by turning the equipment off and on. 

If this equipment does interfere with radio or television reception, try 
to correct the problem by one or more of the following measures: 

0 Reorient the receiving antenna. 

0 Relocate the computer with respect to the receiver. 

Move the computer away from the receiver. 

0 Plug the computer into a different outlet so that the computer and 
the receiver are on different circuits. 

If necessary, consult an authorized dealer or an experienced 
radio/television technician for additional suggestions. The Federal 
Communications Commission (FCC) has prepared a booklet, Inter- 
ference Handbook, order number 004-000-00450-7, which might be 
helpful. This booklet is available from the U.S. Government Printing 
Ofice, Washington, D.C. 20402. 

Warning 

This equipment has been certified to comply with the limits for a Class 
B computing device, pursuant to Subpart J of Part 15 of FCCRuIes. Only 
peripherals (computing input/output devices, terminals, printers, etc.) 
certified to comply with the Class B limits may be attached to this com- 
puter. Operation with non-certified peripherals is likely to result in 
interference to radio and TV reception. The FCC certification of this 
computer requires the use of shielded cables when connecting 
peripheral devices to it. 
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TERMS AND CONDITIONS OF SALE AND LICENSE OF TANDY COMPUTER EQUIPMENT AND 

STORES AND RADIO SHACK FRANCHISEES OR DEALERS AT THEIR AUTHORIZED LOCATIONS 
SOFWARE PURCHASED FROM RADIO SHACK COMPANY-OWNED COMPUTER CENTERS, RETAIL 

USA LIMITED WARRANTY 
CUSTOMER OBLIGATIONS 
A. CUSTOMER assumes full responsibility that this computer hardware urchased (the "Equipment"). and any 

copies of software included ,with the E uipment, or licensed se aratel (t ie "Software") meets the specifications, 
ea aci capabilities versatility and o h  requirements of CUETOM'& 

6.  C&T&ER assume4 full responsibility for the condition and eflectiveness of the operating environment in which 
the Equipment and Software are to function. and for its installation. 

LIMITED WARRANTIES AN0 CONDITIONS OF SALE 
A. For a period of niney (90) calendar days from the date of the Radio Shack sales document received upon 

purchase of the Equi ment RADIO SHACK warrants to the original CUSTOMER that the Equipment and the 
medium upon which t!e Sohare is stored is free from manufacturing defects. Thls warmly Is only appllcabla 
to urchaser of Tandy Equlpmenl by the orlglnal customer hom Radlo Shack company-owned computer 
cenfen, nlall 8tom8, and Radlo Shack hnchlsear and dealen at thelr authorlred Iocatlons. The warranty is 
void if the Equipment or Software has been subjected to impro er or abnormal use. If a manufacturing defect is 
discovered dUrhg the stated warranty period the defective Equipment must be returned to a Radio Shack 
Computer Center a Radio Shack retail store a participating Radio Shack franchisee or a participatin Radio Shack 
dealer for repair,'along with a copy of the sales document or lease agreement. The original CUSTOM@R'S sole and 
exclusive remedy in the event of a defect is limited to the correction of the defect b re air, replacement, or 
refund of the purchase price: at RADIO SHACKS election and sole expense. RADIO SdACthas no obligation to 
re lace or re air expendable items. 

6.  R I O l O  SHAiK makes no warranty as to the design capability capacity or suitability for use of the Software 
exce t as rovided in this paragraph. Software is lidensed on an AS i s '  basis, without warranty. The origind 
CUSfOMEkS exclusive remedy in the event of a Soitware manufacturing defect is its repair or replacement 
within thir (30) calendar days of the date of the Radio Shack sales document 'received upon license of the 
Software. %e defective Software shall be returned to a Radio Shack Computer Center a Radio Shack retail store, 
a participating Radio Shack franchisee or Radio Shack dealer along with the sales document. 

C. Except as provided herein no emplo ee, agent, franchisee, dealer or other person is authorized to give any 
warranties of an nature on behalf of iADl0 SHACK. 

0. EXCEPT AS PabVlDEO HEREIN, RADIO SHACK MAKES NO EXPRESS WARRANTIES, AND ANY IMPLIED 
WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE IS LIMITED IN ITS DURATION 
TO THE DURATION OF THE WRITTEN LIMITED WARRANTIES SET FORTH HEREIN. 

E. Some states do not allow limitations on how long an implied warranty lasts, so the above limitation(s) may not 
apply to CUSTOMER. 

LIMITATION OF LIABILITY 
A. EXCEPT AS PROVIDED HEREIN, RADIO SHACK SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO CUSTOMER 

OR ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY LIABILITY LOSS OR DAMAGE CAUSED OR 
ALLEGED TO BE CAUSE0 DIRECTLY OR INOIRECTLY BY "EPUIPMENT" OR "SOFTWARE" SOLD, LEASED 
LICENSED OR FURNISHED BY RADIO SHACK, INCLUDING, BUT NOT LIMITED TO, ANY INTERRUPTION 06 
SERVICE, LOSS OF BUSINESS OR ANTICIPATORY PROFITS OR CONSEPUENTIAL DAMAGES RESULTING FROM 
THE USE OR OPERATION OF THE "EPUIPMENT" OR "SOFTWARE." IN NO EVENT SHALL RADIO SHACK BE 
LIABLE FOR LOSS OF PROFITS OR ANY INOIRECT SPECIAL OR CONSEQUENTIAL DAMAGES ARISING OUT OF 

LEASE, LICENSE, USE OR ANTICIPATE0 USE OF THE "EQUIPMENT" OR "SOFTWARE." 
NOTWITHSTANOING THE ABOVE LIMITATIONS AND WARRANTIES, RADIO SHACKS LIABILITY HEREUNDER FOR 
DAMAGES INCURRED BY CUSTOMER OR OTHERS SHALL NOT EXCEED THE AMOUNT PAID BY CUSTOMER FOR 
THE PARTICULAR "EPUIPMENT" OR "SOFTWARE" INVOLVED. 

B. RADIO SHACK shall not be liable for any damages caused by delay in delivering or furnishing Equipment and/or 
Software. 

C. No action arisin out of an claimed breach of this Warranty or transactions under this Warranty may be brought 
more than two a2) ears aier the cause of action has accrued,or more, than four (4) years after the date of the 
Radio Shack sales dbcument for the Equipment or Software whichever first occurs. 

D. Some states do not allow the limitation or exclusion of' incidental or consequential damages, so the above 
limitation(s) or exciusion(s) may not apply to CUSTOMER. 

SOFTWARE LICENSE 
RADIO SHACK grants to CUSTOMER a non-exclusive, paid-up license to use the TANDY Software on one computer, 
subject to the followinp provisions: 
A. Except as othelwise provided in this Software License applicable co yright laws shall apply to the Software. 
6.  Titie to the medium on which the Software is recorded (cassette a d o r  diskette) or stored (ROM) is transferred to 

CUSTOMER, but not title to the Software. 
C. CUSTOMER may use Software on a multiuser or network system only if either the Software is expressly labeled 

to be for use on a multiuser or network system, or one copy of this softwire is purchased for each node or 
terminal on which Software is to be used simultaneously. 

D. CUSTOMER shall not use,, make, manufacture, or reproduce copies of Software except for use on one computer 
and as is specifically provided in this Software License. Customer is expressly prohibited from disassembiing the 
Snmunrr 

ANY BREACH OF THIS WARRANTY OR IN ANY MANNER ARISING OUT OF OR CONNECTED WITH THE SALE, 

_"....".I. 

E. CUSTOMER is permitted to make additional, copies of the Software only for backup or archival purposes or if 
additional copies are required in the operation of one corn uter with the Software, but only to the extent the 
Software allows a backup copy to be made. However, for Tf!SDOS Software, CUSTOMER is permitted to make a 
limited number of additional copies for CUSTOMER'S own use. 

F. CUSTOMER may resell or distribute unmodified copies of the Software provided CUSTOMER has purchased one 
cop of the Software for each,one sold or distributed. The provisions of this Software License shaii also be 
appIcable to third parties receiving copies of the Software from CUSTOMER. 

G. All copyright notices shall be retained on all copies of the Software. 
APPLICABILITY OF WARRANTY 
A. The terms and conditions of this Warranty are applicable as between RADIO SHACK and CUSTOMER to either a 

Sale of the Equipment and/or Software License to CUSTOMER or to a transaction whereby Radio Shack sells or 
conveys such Equi ment to a third party for lease to CUSTOMER. 

8. The limitations of lability and Warranty provisions herein shall inure to the benefit of RADIO SHACK, the author, 
owner and or licensor of the Software and any manufacturer of the Equipment sold by Radio Shack. 

STATE LAW RIGHTS 
The warranties granted herein give the orlglnal CUSTOMER specific legal rights, and the orlolnal CUSTOMER may 
have other rights which vary from state to state. 4/87 
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SERVICE POLICY 
Radio Shacks nationwide network 
of service facilities provides quick, 
convenient, and reliable repair 
services for all of its computer 
products, in most instances. 
Warranty service will be performed 
in accordance with Radio Shacks 
Limited Warranty. Non-warranty 
service will be provided at 
reasonable parts and labor costs. 
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Introduction 

A computer is made up of physical parts known as hardware, such as 
the system unit, the monitor, and the keyboard. You can add other, op- 
tional hardware to your system such as a printer, a modem, and a 
mouse. 

Your hardware uses software, programs that send instructions to the 
computer. Ordinarily, software is stored on diskettes. However, the 
software required to run the Tandy 1000 SW2 is built into read-only 
memory (ROM). In addition, a powerful collection of integrated applica- 
tion programs (DeskMate) are provided on disk, with the core built into 
ROM. The ROM retains its contents even when you turn off the com- 
puter. The Tandy 1000 SW2 also features software compatibility with 
the IBM PC and the PC/XT so that the computer can run many of the 
most popular software programs. 

This section explains the features of your computer. You do not need 
to learn all of this information to operate your computer, but it might 
be helpful to have a general idea of how the parts work together. 

0 Dual-speed, 8/4 MHz CPU chip 

The central processing unit (CPU) is the brain of your computer. This 
is where the computer processes information. The CPU’s dual-speed 
processinglets you operate your programs at either 8 or 4 megahertz 
(MHz). Most programs run more efficiently at 8 MHz. However, 
some older programs are speed-sensitive and require the slower 
speed; your computer lets you run these programs at 4 MHz. Refer 
to the “Changing the Computer Defaults” section for information 
about changing the processor speed. 

0 512KofRAM 

Random access memory (RAM) is your computer’s temporary 
memory. This is where programs, instructions, and information are 
kept while you are working. Turning off your computer erases the 
RAM. Be sure that you always save your work on disk before you 
turn off your computer. 

The 512 kilobytes (K) of RAM provided with your computer is 
enough to run most software programs. (One K of memory can store 
1024 bytes, or characters, of information.) If you wish to increase 
the amount of RAM in the computer to run programs that require 
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more memo , you can easily add memory chips or a memory 
adapter boarx 

MS-DOS in ROM 

Your com uter uses the MS-DOS operating system. MS-DOS is the 

ily, you must load the operating system from a diskette or hard disk 
when you start a computer. 

software t I: at controls the basic functions of the computer. Ordinar- 

Your computer, however, has the fundamental portion of MS-DOS 
in ROM; simply turn on your computer and begin using it right 
away. Access to many of the commonly used MS-DOS functions is 
available without having to use the MS-DOS diskette. 

MS-DOS and BASIC Diskette 

The MS-DOS diskette provided with this computer contains the 
complete MS-DOS version 3.3 operating system and version 3.2 of 
the GW-BASIC programming language. 

DeskMate in ROM 

DeskMate is software that provides a collection of useful and fun 
application programs in a user-friendly environment. Because a 
large portion of DeskMate is in ROM, you can begin using DeskMate 
as soon as you turn on your computer. 

Further, you can run programs designed for the Tandy 1000 SL/2, 
the IBM PC, the PC/XT, or compatible com uters directly from the 

with the computer for more information about this powerful soft- 
ware. 

DeskMate desktop. Refer to the DeskMate B ocumentation provided 

The DeskMate diskettes contain all of the applications and accesso- 
ries that are not included in ROM. 

The DeskMate desktop normally appears when you start your 
computer. Ifvou wish to bypass DeskMate and start in MS-DOS, 
refer to the “Changing the Computer Defaults” section. 

You can press ESC to exit from and F12 to return to the 
DeskMate desktop. 
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Introduction 

Speller in ROM 

Your computer also includes a spelling checker built into the ROM. 
Because it is built in, the spelling checker is extremely fast. You can 
use the spelling checker for DeskMate applications as well as for any 
files that are saved in the American Standard Code for Information 
Interchange (ASCII) format. 

Special EEPROM Circuitry 

A special electronically erasable programmable read-only memory 
(EEPROM) gives your computer the ability to remember the way 
you want it to run. 

The EEPROM stores information such as whether you want the 
computer to start in DeskMate, the built-in MS-DOS, or from a disk. 
The EEPROM is initially set for the most popular configuration; 
however, you can change this information at any time. Refer to the 
“Changing the Computer Defaults” section for more information. 

Built-In Video Support 

Your computer has video support built into it; simply connect a color 
or monochrome monitor to the computer. The color video, which is 
compatible with industry-standard Color Graphics Adapter (CGA) 
boards, supports text and graphics in as many as 16 colors and 
provides resolutions as high as 640 x 200 pixels. The monochrome 
video, which is compatible with industry-standard Monochrome 
Display Adapter (MDA) boards and the Hercules video adapter, 
supports text in resolutions as high as 720 x 348 pixels. 

Music and Sound 

Your computer has a three-voice sound circuit with an analog-to- 
digital/digital-to-analog convertor, a built-in speaker, volume con- 
trol, a microphone jack, and an earphone jack. The computer is 
capable of recording, storing, and playing sophisticated music and 
sound. Refer to the Music and Sound manual provided with your 
computer for more information about this feature. 

RESET Button 

You can reset the computer by pressing the Reset button on the front 
of the computer. You can also use the CTRL-ALT-DEL key combination 
to reset the computer. 

3 



Your computer uses diskette drives to read programs and informa- 
tion from diskettes and to store programs and information on disk- 
ettes. The built-in diskette drive lets you store 720K of information 
on compact, 3 1/2-inch diskettes. 

0 Sculpted, 101-Key, Enhanced Keyboard 

The keyboard that comes with your computer is sleek and easy to 
use. I t  has enhanced features found on more expensive computers 
and has the industry-standard key arrangement. 

0 Built-In Serial Port 

The computer includes a built-in serial port to which you can con- 
nect a serial mouse, modem, or serial printer. You can also use the 
built-in serial port to connect your computer to another computer. 

0 Built-In Parallel Printer Port 

The computer includes a built-in parallel port to which you can con- 
nect a parallel printer. 

0 Built-In Joystick Ports 

You can add joysticks or a color mouse to your computer by simply 
plugging them into the built-in joystick ports. 

0 Five Industry-Standard, 10-Inch Expansion Slots 

You can add as many as five optional 8-bit adapter boards to upgrade 
or customize your computer. 
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Setting Up Your Equipment 

If you have not already set up your computer equipment, follow the in- 
structions in the “Options for the Tandy 1000 SW2” section to install 
any optional equipment that goes inside the computer. After you add 
any internal options, simply plug the keyboard, monitor, and any 
peripheral equipment (such as a printer or a mouse) into the computer. 
Refer to the manual provided with the peripheral for any special in- 
structions. Then, plug the computer, monitor, and any peripherals you 
added into a grounded AC outlet or a power strip. Press the owoff but- 
ton on the front of the computer to turn it on, turn on the monitor, and 
then turn on any peripheral equipment. 
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The following illustration shows the connectors on the back of the 
computer. 

Monnor 
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Using the Keyboard 

Your computer's keyboard consists of five sections: the typewriter keys, 
the cursor keys, the function keys, the special-function keys, and the 
numeric keypad. 

Typewriter Keys 

ElFlmml44EEElgm 

Cursor Keys 

Function Keys 

mYYnQ4DeDm 

These keys work in much the same man- 
ner as the keys on a standard typewriter. 
When you hold down a key, the 
keystroke repeats automatically. 

Many programs use these keys to move 
the cursor (or highlight) on the screen. 

The 12 function keys at the top of the 
keyboard are program-specific. Their 
functions depend on the program you 
are running. 
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Special-Function Keys 
The nine special-function keys are 
program-specific. Their functions 
depend on the program you are running. 

Numeric Keypad 
The numeric keypad on the right side of 
the keyboard is arranged the same as a 
calculator keypad. Number keys are nor- 
mally the shifted characters on the 
numeric keypad. (You hold down SHIFT 

and press a number.) Press NUM LOCK to use the keypad for extensive 
number entry. When number lock is on, you can type numbers without 
pressing the smm key. 
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Using Diskettes and the Diskette Drive 

Diskettes store information, such as programs and the data you create, 
infiles. 

The diskette drive provided in your computer uses double-sided, 3 1/2- 
inch, 80-track diskettes (Radio Shack Cat. No. 26-417 and 26-418). 
These diskettes can store approximately 720K (more than 730,000 
characters) of information. 

To protect your diskettes and the information they contain, follow these 
guidelines: 

0 Keep diskettes away from magnetic fields (such as transformers, 
AC motors, magnets, speaker systems, televisions, and radios). 

0 Do not lay a diskette on top of or next to the computer. 

0 Keep diskettes out of direct sunlight and away from heat. 

0 Keep diskettes away from dust. 

0 Make several copies of your diskettes (backups) to use as working 
diskettes. Refer to “Making Copies” in this section. 

9 
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Inserting and Removing Diskettes 

To insert a diskette into an empty drive, gently slide it, label side up, 
into the drive until the diskette clicks into place. 

Drive Latch 

Adrive's activity light is on whenever the diskette drive is active. Remov- 
ing a diskette from a drive when the drive activity light is on can destroy 
data on the diskette. 

Before removing a diskette from a drive, be sure the drive activity light 
is off. Then, push in the diskette eject button. The diskette slides par- 
tially out of the drive. 

Drive Activity Light 
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Write Protecting 3 l/2-Inch Diskettes 

If you have important data on a diskette, you can ensure that your com- 
puter cannot erase or write over it by write protecting the diskette. 

A 3 l/2-inch diskette has a small, square hole in the upper, right comer. 
This is the write-protect hole. From the back of the diskette, move the 
small tab (normally red or black) up so that the hole is open. This write 
protects the diskette. 

When the tab is up, the computer can read information from the disk- 
ette, but cannot write information to the diskette. If you want to write 
to the diskette again, move the tab down so that the hole is complete- 
ly covered. 

Back View 

:t Tab 
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Write Protecting 5 1/4-Inch Diskettes 

If you add a 5 1/4-inch diskette drive to your computer, you use a dif- 
ferent method to write protect diskettes for that drive. 

To write protect a 5 1/4-inch diskette, fold a small adhesive strip over 
the notch cut in the side of the diskette, as shown. 

If you want to write to the diskette again, remove the strip. 

Adhesive Strip 

Pressing ~ 1 1  at the system prompt (A> or C>) displays a menu 
from which you can restart the computer from either the top 
diskette drive (by pressing PI) or the bottom diskette drive (by 
pressing FZ). 

12 



Using Diskettes and the Diskette Drive 

Using Program Diskettes 

Your computer is capable of running thousands of application 
programs, such as word processing and spreadsheet programs. These 
programs come on diskettes. 

You can run application programs directly from the DeskMate desktop, 
or you can load them from MS-DOS. Refer to the DeskMate manual 
provided with the computer for instructions on running applications 
from the desktop. 

If you want to run an application program from MS-DOS, press ESC at 
the DeskMate desktop. When you see the MS-DOS system prompt, A> 
or 0, follow the instructions provided with your application packages 
to load and run the programs. 

Making Copies 

It is a good idea to make backup copies of your application program 
diskettes. Use the backups as your working diskettes, and put your 
original diskettes away for safekeeping. 

Some application programs you buy are copy protected. You cannot 
make copies of these diskettes. Check the application manual for infor- 
mation on protecting the data on copy-protected diskettes. 

You can copy specific files, or entire diskettes using either DeskMate 
or MS-DOS commands. Refer to DeskMate’s on-line help system for in- 
formation about using DeskMate to make copies. (The DeskMate 
documentation provided with the computer includes instructions for 
using the on-line help.) Refer to the “Using MS-DOS” section for infor- 
mation about using the operating system to copy files and diskettes. 



Using MS-DOS 

MS-DOS is an operating system. An operating system is software that 
manages your computer's activities. Operating system software must be 
in place before you can run application programs. 

From the Desk34ate desktop, you can exit to MS-DOS by press- 
ing ESC 

Ifyou want to use the built-in MS-DOS commands, type c: and 
press ENTER to change the current drive to the ROM. 

To re-enter DeskMatefrom MS-DOS, press P12. 

How much you need to know about the MS-DOS operating system 
depends on how you plan to use your computer. If you plan to use ad- 
vanced operating system features or create your own programs, you 
need to become quite familiar with the operating system. On the other 
hand, if you plan to primarily run DeskMate or packaged applications, 
you do not need to know as much about MS-DOS. 

The remainder of this section presents information on several MS-DOS 
procedures you might find handy, including: 

Preparing a diskette to store information 

Copying the operating system, programs, and data files 

0 Duplicating a diskette 

To learn more about MS-DOS and how to use its many powerful func- 
tions, refer to the MS-DOS Quick Reference manual provided with the 
computer. For more information about the BASIC language provided 
on the MS-DOS diskette, refer to the GW-BASK Quick Reference manual 
provided with the computer. Tandy also publishes several other MS- 
DOS and BASIC books, which are available from Radio Shack. 

Entering MS-DOS Instructions 

The MS-DOS insbutions you give to the computer are called com- 
mands. You type commands at a system prompt, which indicates what 



Tandy lo00 SW2 Installation and Operation 

drive you are using. You can type commands in either uppercase or 
lowercase letters. 

Changing Drives 

Drive A (the top drive) is considered the current operating drive unless 
you specify otherwise. A second diskette drive is Drive B. The MS-DOS 
built into your computer's ROM is usually considered Drive C. 

You can easily change the current drive by entering the letter of the 
drive along with a colon at the system prompt. For example, you can 
change the current drive to the ROM by typing c : and pressing ENTER. 
The system prompt changes from A> to C> and the ROM (Drive C) 
becomes the current drive. 

I f  the computer includes a hard disk, the hard disk is Drive C. 
The ROM then becomes Drive D. (Second and third partitions 
of a hard disk would be Drives E and F, respectively.) 

Preparing Diskettes with Format 
Before you can use a new blank diskette, you must prepare it to hold 
information. To do this, you normally use the format command. For- 
mat is available in ROM or on the MS-DOS diskette. 
1. Exit any application program you are using, and either change the 

current drive to the ROM or insert the MS-DOS diskette into Drive 
A. 

2. Type format, followed by a space. Type the letter of the drive that 
you will use for formatting, type a colon, and press ENTER. 

For example, to format a blank diskette in Drive A, type format a: 
and then press ENTER. 

3. Insert a blank diskette into the drive, and press ENTER again. 

When preparing a diskette for use as an operating system disk- 
ette, be sure to include the /s switch with the format com- 
mand to copy the system fires to the diskette. 

Caution: Formatting erases everything on a diskette; copy any 
important files to another diskette before formatting. 
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Using MS-DOS 

Duplicating Diskettes with Diskcopy 

The diskcopy command formats a blank diskette and copies the en- 
tire contents of another diskette to the newly formatted diskette in one 
easy step. Diskcopy is available in ROM or on the MS-DOS diskette. 
Be sure to either change the current drive to the ROM or insert the MS- 
DOS diskette before using the diskcopy command. 

Use this command when the diskettes you are cop 'ngfrom and 

i f  the diskettes are of  different tyves. 
to are of the same type (3 1/2-inch or 5 1/4-inc r ). Use xcopy 

Using Diskcopy with One Diskette Drive 

At the system prompt, type: 

diskcopy a: a: 

Then, press ENTER. 

Insert the diskette you wish to copy into Drive A. Then, press any key 
to begin. MS-DOS will tell you when to swap the source diskette (the 
diskette you wish to copy) and the target diskette (the diskette to which 
you are copying). When the copy is complete, the program asks you if 
you want to copy another. Press Y to copy another diskette or press N 
to quit. 

Using Diskcopy with Two Diskette Drives 

At the system prompt, type: 

diskcopy a: b: 

Then, press ENTER. 

Insert the diskette you wish to copy (the source diskette) into Drive A 
and the blank diskette to which you are copying (the target diskette) 
into Drive B. Then, press any key to begin. When the copy is complete, 
the program asks you if you want to copy another. Press Y to copy 
another diskette or press N to quit. 

17 



Tan@ 1000 SW2 Installation and Operation 

Duplicating Information with Xcopy 

You can use xcopy to duplicate information between like or unlike 
diskettes. For example, you can use this command to copy files between 
a 3 1/2-inch diskette drive and a 5 1/4-inch diskette drive. You can 
duplicate either an entire diskette or selected files with xcopy. 

1. Prepare a blank diskette using the format command. 

2. Insert the MS-DOS diskette into Drive A. 

3. At the system prompt, A>, type xcopy a: b: / s  /e / w  to copy an en- 
tire diskette or type xcopy a:sourcepath b:targetpath /w  to copy a 
single file. Then, press ENTER. 

The Is tells xcopy to copy all files and subdirectories, /e tells 
xcopy to include any empty directories, and /w tells xcopy to wait 
until you press a key before beginning the copy. Sourcepath refers 
to the complete pathname, including any directories, of the file you 
are copying. Targetpath refers to the complete pathname, including 
any directories, of the file to which you are copying. 

For example, xcopy a:\mydi r\myfi 1 e. bat b: copies a file named 
m$ile.bat from a directory named mydir on the source diskette in 
Drive A to the current directory of the target diskette in Drive B. 

4. Xcopy prompts you to insert the diskette from which you wish to 
copy. Remove the MS-DOS diskette from Drive A, and insert the 
source diskette. Insert a formatted target diskette into Drive B. Then, 
press any key to begin. When the copy is complete, the program tells 
you how many files have been copied. 

Note: When you use xcopy on a single-drive system, xcopy will 
prompt you for the Drive B diskette whenever you need to insert 
the target diskette. Follow the prompts, using the source as the 
Drive A diskette, and the target as the Drive B diskette. 
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Options for the Tandy 1000 SL/2 

You can expand your computer's capabilities in many ways. This sec- 
tion describes some of the more popular accessories and upgrades 
available for the Tandy 1000 SL/2 computer. 

External Options 

External options refer to peripherals that can be connected to the com- 
puter without opening the computer's case. In most instances, adding 
external options is as easy as connecting a few cables. The most popular 
external options that are available for your computer include: 

0 APrinter 

You can print the data you create, from pictures to budgets. Because 
your computer has a printer port, you do not need to buy an adapt- 
er card to connect a printer. The rinter (parallel) port is located on 

fast and economical dot matrix printers to typeset-quality laser 
printers. 

the computer's back panel. Tan x y has a full line of printers, from 

0 A Serial Mouse  

A mouse is a device that you use to control the actions of some com- 
puter programs. If you do a large amount of drawing or word 

rocessing, a mouse (with a program that recognizes it) can really 
Relp. Simply connect the mouse to the built-in serial port. 

0 A M o d e m  

Adding a modem to your computer system lets you communicate 
with other computers over the phone lines. This means you can 
share information with other computer users. With the appropriate 
software, you can use your computer as a terminal to a larger com- 
puter system. 

It also means that you can connect to on-line services (such as PC- 
Link) that offer computer shopping, news services, electronic mail, 
encyclopedia references, stock prices, games, and so on. 
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0 Joysticks 

Many ames and educational programs use one or two ’oysticks to 

computeis back panel; to add a joystick, simply plug it into one of 
the connectors. 

contro 7 the software. Two joystick connectors are provi d ed on your 

0 Microphone 

You can record sound on your computer if you plug an optional 
microphone into the microphone connector on the computer‘s front 
panel. You can also record through your stereo or other line audio 
equipment. No special settings are required when you connect a 
microphone; however, you must reposition the Microphone/Line 
Audio jumper when you connect a line audio device. Refer to the 
main logic board illustration and “Adding Internal Options” later in 
this section for the location of and the correct setting for the 
Microphone/Line Audio jumper. 

Internal Options 

Internal options refer to upgrades that are installed inside the computer. 
Some of the most popular internal options that are available for your 
computer are described in the following list. “Adding Internal Options,” 
which follows the list, includes installation instructions and illustra- 
tions for these internal options. 

0 Diskette Drives 

Some computer programs are much easier to use with more than 
one drive. Also, copying the contents of diskettes is much quicker 
and easier with two drives. You can add either a 5 1/4-inch or a 
3 1/2-inch internal drive to your computer. 

0 HardDiskCard 

Hard disks hold much more data than a diskette, and they operate 
much faster. One 20M hard disk card can contain as much informa- 
tion as more than 27 of the 3 l/2-inch diskettes. Two hard cards 
are available for your computer; one stores 20M and one stores 40M 
of information. 

You must attach a special bracket to a hard disk card before you in- 
stall it in one of your computer‘s adapter board expansion slots. The 
bracket is provided with the computer. 
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0 ModemBoard 

A modem allows your com uter to communicate with other com- 

leaves the serial port free for other devices. You install a modem 
board in one of the computer's adapter board expansion slots. 

puters through the phone P ines. Using an internal modem board 

0 Smartwatch 

The Smartwatch perpetual clock and calendar is contained in a 
microchip that you can plug into the computer's main logic board. 
The chip features a built-in battery, enabling Smartwatch to main- 
tain the date and time even when you turn off the computer. 

0 Expanded Memory 

Some programs are designed to use expanded memory in order to 
run faster and more efficiently. You can also use expanded memory 
as a virtual or RAM drive. That is, you can set aside a portion of 
memory to act like a disk drive, only much faster. 

You can plug memory chips into the computeis main logic board 
to increase the on-board memory to 640K. You can also install a 
memory board in an adapter board expansion slot to increase the 
amount of memory in the computer. 

0 Math Coprocessor 

Some programs that do a great deal of calculating benefit T a t l y  
from a math coprocessor. The coprocessor can perform hig ly ac- 
curate mathematical calculations while your computer is perform- 
ing another set of instructions. Simply plug the coprocessor chip 
into the socket provided for it on the computer's main logic board. 

0 TandyLink 

The TandyLink adapter board lets you connect your computer to a 
workgroup so that you can share information among the members 
of the group without ever leaving your desk. You can install the 
TandyLink board in one of the computer's adapter board expansion 
slots. 

0 Enhanced Video 

With an enhanced graphics video adapter board and a compatible 
monitor, your computer can generate high-resolution graphics. If 
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the rograms you run require higher resolution or enhanced 
grapRics, you can install either an Enhanced Graphics Adapter 
(EGA) or a Video Graphics Array (VGA) board in one of your 
computer's adapter board expansion slots. 

Adding Internal Options 

Your computer is designed for easy installation of internal options. If 
you want to install the options yourself, refer to the general installation 
instructions provided in this manual as well as any specific installation 
and configuration instructions provided with the options. If you do not 
feel comfortable installing internal options yourself, personnel at your 
nearest Radio Shack Service Center can install the options for you. 

Before you begin installing any internal options, turn off the power to 
your computer (and any attached peripherals) and unplug the unit from 
the electrical outlet. Then, remove the cover, as shown in the following 
illustration. 

Pull Cover Ou 

Cover Mounting Screws (2) 

Back View 
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The remainder of this section tells you how to add internal options to 
your computer. Skip any parts that are not relevant to the options you 
are adding. Refer to the instructions and illustrations on the following 
pages, and add internal options to your computer in this order. 

1. Plug in any microchips that you are adding to the main logic board- 
Smartwatch, on-board memory, or a math coprocessor. Refer to “In- 
stalling Main Logic Board Options” in this section. 

2. If you plug a stereo or other line audio device into the computer‘s 
microphone connector (MIC), reposition the Microphone/Line 
Audio Jumper. When the computer is shipped, the plastic jumper is 
positioned for a microphone (pins E2 and E3 are connected); move 
the jumper to connect pins E l  and E2 for a line audio device. Refer 
to “Installing Main Logic Board Options” in this section. 

3. Install a secondary diskette drive if you are adding one. Refer to “In- 
stalling a Secondary Diskette Drive” in this section. 

4. Install any adapter boards that you are adding, such as a modem 
board, memory board, TandyLink board, or video board. Refer to 
“Installing Adapter Boards” in this section. 

5. Install a hard disk card if you are adding one. Refer to “Installing a 
Hard Disk Card” in this section. 

After you install all of your internal options, refer to the illustration on 
the previous page to replace the computer‘s cover. Replace and tighten 
the cover mounting screws before turning on your computer and 
peripherals. 

Installing Main Logic Board Options 

The illustration on the next page shows the computer‘s main logic board 
and its satellite boards. Refer to the illustration when installing any 
microchips or changing any jumper settings on the main logic board. 
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Main Logic Board 

Adapter Board Expansion Slots Keyboard/Joystlck Satellite Board 

Vldeo/lnterrupt 
Jumper 

Memory Expansion 
Sockets 

Math Coprocessor Socket 

Smartwatch Socket 

\ Audio Control Satellite Board 

Mlcrophone/Llne Audio Jumper 
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Installing Another Diskette Drive 

Before you add a second internal diskette drive to your computer, you 
must remove the plastic panel that covers the drive slot. Push down on 
the panel to break it away from the computer's cover, as shown in the 
following illustration. 

n 

To install a 5 1/4-inch diskette drive, push the latches of the drive 
mounting rails in slightly and slide the rails out of the drive slot. Then, 
attach a rail to each side of the 5 1/4-inch drive. If the drive has two 
sets of holes, attach the rails to the lower set. Use the lower, left hole 
(labeled A-B) at the front and at the back of the drive mounting rails, 
as shown in the following illustration. 

/ 
5 114' Device 

Grounding Clip Screws (2) 
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To install a second 3 l/2-inch diskette drive, you must first attach a 
5 1/4-inch adapter bracket (Cat. No. 25-1076) to it. Refer to the 
documentation provided with the adapter bracket for instructions. 
Then, install the drive/bracket assembly in the same manner as you 
would a 5 1/4-inch device, as shown in the previous illustration. 

Besure to run setu 912 afteryou install a diskette drive. Refer 

tiom. 
to the “Changing t R e Computer Defaults” section for insmc-  

Installing Adapter Boards 

Choose the expansion slot into which you wish to install the adapter 
board, then remove the screw that secures the metal slot cover to the 
computer‘s back panel. Remove the slot cover, and press the adapter 
board into the expansion slot connector. Secure the adapter board‘s 
bracket to the computer with the screw you removed previously. 

Cover 
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Installing a Hard Disk Card 

When installing a hard disk card, you must use the special mounting 
bracket packaged with the computer. If there is a bracket already 
attached to the hard disk card, remove it. Attach the new bracket as 
shown. The bracket attaches to the left side of some cards and the right 
side of other cards. 

Letl Side Right Side Mounti 

Mounting Screws 

I 

Mounting Right Side Mounti 

Mounting Screws 
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Slip the hard disk card bracket into the appropriate mounting slot, as 
shown in the following illustration. Then, press the card down into the 
right-most adapter board expansion slot. 

Be sure to initialize the hard disk card afteryou install it. Refer 
to the “Initializing a Hard Disk” section for instructions. 
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Other Options 

Several other options are available for your computer. Refer to the 
documentation provided with the option to add any of these options: 

0 A FAX board to enable your computer to transmit and receive im- 
ages 

0 A CD-ROM drive to let your computer access the enormous 
storage capabilities of read-only disks 

0 A digital scanner to enable you to capture previously produced 
text or graphics 

0 A MIDI interface adapter for connecting musical synthesizers to 
your computer 

0 A tape cartridge drive to use for archiving important information 

0 An answering machine board to turn your computer into a per- 
sonal voice mail system 

0 A drawing tablet for creating graphics 
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Changing the Computer Defaults 

Your computer maintains certain settings that determine the way it 
works. Some of the settings affect: 

e Whether your computer checks the status of its memory every 
time you turn it on or restart it 

e Whether the computer prompts you for the date and time each 
time you turn it on or restart it 

e Which drive you want to use as Drive A and which drive you 
want to use as Drive B (if you have more than one diskette drive) 

e Whether the computer starts from the programs built into ROM 
or from a disk 

e The speed at which the computer runs 

The computer stores these settings in the EEPROM memory chip. The 
EEPROM retains its contents even when you turn off the computer. 

The computer's original EEPROM settings are called default settings. If 
you decide to change these defaults, the computer stores the changes 
you make and remembers these new settings until you change them 
again. 

The following pages describe each setting. If you are satisfied with all 
of the default settings, no change is needed. Otherwise, follow the in- 
structions given to display the EEPROM default values and change the 
settings as necessary. 
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Using the Setup Program 

The Setup program provides a means for changing the EEPROM set- 
tings of your computer. You should use this program if you wish to 
change any of the EEPROM settings. The Setup program also identifies 
the system’s hardware configuration; run this program after you add a 
diskette drive so that the computer will recognize the new drive. 

To view the setup screen, first exit DeskMate by pressing ESC at the 
DeskMate desktop. Insert the MS-DOS/GW-BASIC diskette into Drive 
A. Type setups12 and then press ENTER. 

In a moment, the setup screen appears. Use the up and down arrow 
keys (t and J) to move to the line you want to change. Use the left and 
right arrow keys ( c and 4) to highlight a choice and make the change. 
When you have completed all selections, press FI to store them. If you 
decide you want to return to the default settings, press FIO. 

The following information explains each setting. 

VIDEO DISPLAY.  Select MONOCHROME if your monitor is capable of only two 
colors (black and white, black and green, black and amber). If your 
monitor is capable of displaying colors, leave the setting at COLOR (the 
default). You can also toggle your computer between color and 
monochrome monitor from the keyboard; if the screen is blank when 
you start your computer, press CTRL-ALT-SHIFT-v to change to the ap- 
propriate video display for your monitor. 

AUTOMATIC PROMPT FOR DATE AND TIME.  Select YES if you want the date 
and time prompts to appear when you start your computer with the 
MS-DOS operating system. NO is the default setting. 

MEMORY DIAGNOSTICS ON START-UP. Select YES if you want your computer 
to take time to test the integrity of its memory chips each time it starts. 
NO is the default setting. 

PRIMARY START-UP DEVICE. Select D I S K  if you want your computer to 
start up with a diskette or hard disk. Otherwise, leave the setting at ROM 
to start up with one of the programs that is built into the ROM. 

I N I T I A L  START-UP PROGRAM. Select MS-DOS if you want to start up with 
the MS-DOS built into the ROM. Otherwise leave the setting at DESKMATE 
to start up with the DeskMate program that is built into the ROM. 

COMPUTER SPEED. Select SLOW if your initial program was written for older 
computers and will not work properly with your computeis faster 
speed. FAST is the default setting. 
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NUMBER OF D I S K  RIJFFERS ( ? - 1 7 ) .  Set this value to the maximum num- 
ber of disk buffers required by the programs you run. Refer to the 
documentation provided with your programs for any disk buffer re- 
quirements. The default is 10 disk buffers. Press + to increase the 
number or c to decrease the number. 

MAXIMUM # OF OPEN F I L E S  (8-23). Set this value to the maximum num- 
ber of files that your programs require to be open at one time. Refer to 
the documentation provided with your programs for the number of files 
needed. The default is 10 open files. Press + to increase the number or 
e to decrease the number. 

CHECK FOR CONFIG.SYS ON DRIVE.  Some software programs require that 
you include certain configuration settings in a configsys file. Each time 
you turn on or reset the computer, it reads the configsys file settings. 
The documentation provided with your programs should tell you if you 
need a configsys file as well as which drive it should be on. 

Press --f to access a config.sys file on Drive A when you start your com- 
puter. Press -, again to access a configsys file on Drive C when you 
start your computer. Otherwise, leave the setting at NO if you do not 
wish to access a configsys file when you start the computer. 

CHECK FOR AUTOEXEC. BAT ON DRIVE.  Some software programs require that 
you include certain commands in an autoexec.bat file. Each time you 
turn on or reset the computer, it reads the autoexec.bat configuration 
file and executes the commands in it The documentation provided with 
your programs should tell you if you need an autoexec.bat file as well 
as which drive it should be on. 

Press + to execute an autoexec.bat file on Drive A when you start your 
computer. Press --+ again to execute an autoexec.bat file on Drive C 
when you start your computer. Otherwise, leave the setting at NO if you 
do not wish to execute an autoexec.bat file when you start the com- 
puter. 

D I S K E T T E  D R I V E  A DESIGNATION Press -+ to designate the BOTTOM dis- 
kette drive as Drive A. Leave the setting at TOP (the default) to designate 
the top drive as Drive A. 



Troubleshooting 

Video Problems 

If you do not get an image on your monitor, be sure that the monitor 
is turned on and the cables are properly connected. 

If you do not get an image on a monochrome monitor, restart the com- 
puter using the CTRL-ALT-SHIFT-v key sequence. (Press v while holding 
down the other keys.) 

If you attempt to run game software designed for an IBM PC Jr. or a 
Tandy 1000, and the program appears to stall, you might need to move 
the Video Interrupt Jumper from E2-E3 to E3-E4 to enable the video in- 
terrupt. Refer to the main logic board illustration in “Options for the 
Tandy 1000 SW2” for the location of this jumper. If the screen rolls, 
another device (such as a hard disk card) might be orying to use the 
same interrupt (5). Change the interrupt setting of the conflicting 
device. 

Also refer to the documentation provided with your monitor to ensure 
that the brightness and contrast controls are properly adjusted. 

Printer Problems 

If your printer does not operate or operates incorrectly, be sure that the 
cables are properly connected. If you still have trouble, be sure that: 

0 The printer power light is on and the printer is getting electrical 

0 The printer is ready and not off line. 

power. 

0 The paper is loaded properly. 

The printer ribbon is inserted properly. 

0 All of the printer switches are set properly. Refer to the printer‘s 
operating manual. 

0 The application program you are using is properly set up for use 
with your printer. Refer to the application program’s manual and 
the printer‘s operating manual. 
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Caring for Your Equipment 

Generally, computers and accessories are quite durable and do not need 
special care. Everyday use and minor bumps will not harm the equip- 
ment. Following are some suggestions to help you keep your computer 
and equipment clean and running well. 

0 Protect the equipment from hard bumps. 

0 Protect the equipment from liquid spills. 

0 Use a diskette head cleaning kit to clean your diskette drives 
regularly. 

0 Install a surge protector between your equipment and its power 
supply. 

0 Occasionally wi e the surface of the equipment with a slightly 
damp cloth to c f ean it. 

0 Put dust covers over the equipment when not in use. This helps 
to prolong the life of the equipment, especially if the equipment 
is located in a dusty area. 

0 Use special anti-static cloths to clean the monitor screen. 
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Tandy 1000 SL/2 Specifications 

Processor: 

Size: 
Length: 
Width: 
Height: 
Weight: 

8086,s MHz or 4 MHz 

354 mm (13.9 in.) 
394 mm (15 1/2 in.) 
140 mm (5 1/4 in.) 
7.82 kg (17 1/4 lb) 

Power Requirements: 120 VAC, 60 Hz 

Heat Output: 363 BWhr 

Environment: 
Air Temperature: Operating 14°C - 30°C (55°F - 85°F) 

Storage -40°C - 65°C (-40°F - 149°F) 
Operating 20% to 80% (non-condensing) 
Storage 10% to 80% (non-condensing) 

Humidity: 

Internal Disk Drive: 
Unformatted Capacity 1M 
Formatted Capacity 720K 
Number of Heads 2 
Number of Cylinders 80 
Average Access Time 93 ms (incl. settling time) 

Track to Track 4 ms 
Motor Starting Time 500 ms 
Rotation Speed 300 RPM 
Media Standard 3 1/2-inch, double-sided, 80 track 
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application programs, running, 13 

C 

clocWcalendar option, 21 
computer speed, default setting for, 31 
configuration. See setting up the computer. 
coprocessor, math, 21 
copying diskettes. See diskettes. 
CTRL-ALT-DEL keys, 33 
cursor keys, 7 

D 

defaults, changing. See setting up the computer. 
diskcopy command, 17 
diskette drives 

changing drives, 16 
designating drive A, 31 
installing, 20, 22-26 

care and handling of, 9 
copying, 13 
duplicating 

diskettes 

with diskcopy, 17 
with xcopy, 18 

formatting, 16 
inserting and removing, 10 
program diskettes, 14 
write-protecting, 11-12 
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DOS. See MS-DOS. 

E 

enhanced graphics adapter board option, 22, 30 
external options, 19-20 

modem, 19 
mouse, 19 
printer, 19 

F 

features of the computer, 1-4 
files, copying, 18 
format (MS-DOS command), 16 
function keys, 7 

hard disk, 2, 20, 27-28 
hardware, 1-4 See also external options; internal options. 

I 

internal options, 20-28 
clocWcalendar, 21 
diskette drives, 20, 23, 25 
enhanced graphics adapter board, 22 
expanded memory, 21 
hard disk, 20, 27-28, 33-34 
main logic board options, 23 
math coprocessor, 21 
memory, 21 
modem board, 21 
removing the cover for installation of, 22 
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keyboard, 7-8 

L 

logic board, illustration, 24 

M 

main logic board, illustration, 24 
math coprocessor option, 21 
memory 

diagnostics, start-up, 32 
expansion adapter board option, 21 

modem option, 19,21 
mouse option, 19 
MS-DOS, 15-18 

entering commands, 15 
prompt, 15 

N 

numeric keypad, 8 

0 

operating system. See MS-DOS. 
options, adding. See external options; internal options. 

P 

printers 
adding to your system, 19 
troubleshooting, 35 

problem-solving. See troubleshooting. 
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processor speed, default setting for, 1, 31 
program diskettes, 13 
prompt, system, 15 

R 

resetting the computer with CTRL-ALT-DEL, 33 

S 

setting up the computer 
computer speed, 1,33 
disk drive A, designating, 34 
EEPROM settings, 3, 31 
memory diagnostics on start-up, 32 
screen for Setup program, 32 
setups12 command and, 32 
starting the Setup program, 32 
video display, 32 

special-function keys, 8 
software, 2 

running, 13 
system prompt, 15 

T 

troubleshooting, 35-36 
typewriter keys, 7 

U 

upgrades. See external options; internal options 

V 

video adapter boards, 22 
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video display, 3 
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