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The following diagram illustrates jumpers, connectors, sockets, and ports you  
might need to locate when installing a hardware option: 
 
┌────────────────────────────────────────────────────────────────────────────┐ 
│           ┌─────┐ ┌──┐ ┌──┐  ┌──────────┐  ┌─────┐ ┌─────┐                 │ 
│           └──1──┘ └2─┘ └3─┘  └─4────────┘  └─5───┘ └─6───┘             ┌─┐ │ 
│                   ┌──┐       E2 o o E3                                 │ │ │ 
│ ┌─┐               │  │                                                 │1│ │ 
│ │ │               │  │                        ┌──────┐                 │0│ │ 
│ │7│               │8 │                        │      │      ┌─┐        │ │ │ 
│ │ │               │  │       ┌──────┐         │      │      └9┘        │ │ │ 
│ └─┘    ┌───────┐  │  │       │      │         └──────┘                 └─┘ │ 
│        │       │  │  │       │      │                                      │ 
│        │       │  │  │       └──────┘    ┌──────────────────┐          ┌─┐ │ 
│        │       │  │  │                   │                  │          │ │ │ 
│         \──────┘  │  │                   │                  │          │ │ │ 
│   ┌─┐ ┌─┐ ┌─┐ ┌─┐ │  │                   │      12          │          │1│ │ 
│   │ │ │ │ │ │ │ │ │  │                   │                  │          │3│ │ 
│   │1│ │1│ │1│ │1│ │  │                   │     CPU          │          │ │ │ 
│   │1│ │1│ │1│ │1│ │  │                   │                  │          │ │ │ 
│   └─┘ └─┘ └─┘ └─┘ │  │                   │                  │          │ │ │ 
│   ┌─────────┐     │  │                   │                  │          └─┘ │ 
│   └──14─────┘     │  │                   │                  │              │ 
│                   │  │      ┌──────┐     │                  │         ┌──┐ │ 
│                   └──┘      │      │     └──────────────────┘         │15│ │ 
│                             │      │                                  │  │ │ 
│                             └──────┘                                  └──┘ │ 
│             ┌───────────┐ ┌─╥╥─╥╥─╥╥─╥╥─┬─┬─┬─┐                            │ 
│  ┌──┐       │           │ ╞═╬╣═╬╬═╬╬═╬╣ │ │ │ │                       ┌──┐ │ 
│  └──┘       └───────────┘ ╞═╬╣═╬╬═╬╬═╬╣ │ │ │ │           ┌──────┐    │  │ │ 
│  ┌──┐       ┌───────────┐ ╞═╬╣═╬╬═╬╬═╬╣ │ │ │ │           │      │    │  │ │ 
│  └16┘       │           │ ╞═╬╣═╬╬═╬╬═╬╣ │ │ │ │           │      │    │18│ │ 
│  ┌──┐       └───────────┘ ╞═╬╣═╬╬═╬╬═╬╣ │ │ │ │           │      │    │  │ │ 
│  └17┘                     ╞═╬╣═╬╬═╬╬═╬╣ │ │ │ │           └──────┘    │  │ │ 
│                           ╞═╬╣═╬╬═╬╬═╬╣ │ │ │ │                       │  │ │ 
│                           ╞═╬╣═╬╣═╬╬═╬╣ │ │ │ │                       │  │ │ 
│                           └─╫╫─╫╫─╫╫─╫╫┬┼┬┼┬┼┬┤                       │  │ │ 
│                             └┘ └┘ └┘ └┘└┘└┘└┘└┘                       │  │ │ 
└──────┐   ┌──┐                20          21         ┌──┐              └──┘ │ 
       │   └19┘                                       └──┘                   │ 
       └─────────────────────────────────────────────────────────────────────┘ 
 
 1. Monitor                       12. CPU 
 2. Keyboard                      13. Diskette Drive Controller 
 3. Mouse                         14. Configuration Switch (SW1) 
 4. Printer                       15. Power-On LED 
 5. Serial Port 2                 16. Battery 
 6. Serial Port 1                 17. Speaker 
 7. VGA Connector                 18. SmartDrive 
 8. Expansion Adapter Slots       19. RESET 
 9. Factory Switch (SW2)          20. Four 1MB SIMMs (Bank 0) 
10. Power Connector               21. System Memory Upgrade Sockets (Bank 1) 
11. Memory Upgrade 
 
NOTE: The CMOS RESET jumper pins E2 and E3 are located in front of the  



      printer port.  (see above) 
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