
107 MB Smartdrive (259-7100)        Settings           Faxback Doc. # 3032 
 
This drive has a jumper block of 10 pins, located behind the 3-pin DC power 
connector. 
 
   ┌───────────────┐ 
   │ 1* 3  5  7* 9 │    * Jumper locations 1-2 and 7-8 are 
   │ 2  4  6  8 10 │      Reserved - Do Not Use them 
   └───────────────┘ 
 
┌─────────────────────┬───────────────┐ 
│Designation          │ Jumper        │ 
├─────────────────────┼───────────────┤ 
│Master (only drive)  │ 3-4 (default) │ 
│Master (with slave)  │ 3-4, 5-6      │ 
│Slave                │ None          │ 
├─────────────────────┼───────────────┤ 
│Active LED           │ 9-10          │ 
└─────────────────────┴───────────────┘ 
 
Note: For use with a 25-1095 adapter use master (only drive) jumper setting. 
 
               Front of drive                 Back of drive 
            ┌──────────────────┐                  Top 
            │                  │         ┌─────────  ──────────┐ ┌────┐ 
            │                  │   ┬───┬─┤:::::::::::::::::::::├─┼oooo┼─ 
            │                  │   ├ooo┤ └─────────────────────┘ └────┘ 
            │     Bottom       │   └───┘  (pin 20 missing for    (4321) 
            │                  │   (321)   keying purposes) 
            │                  │ 
            │                  │    1 +5V                         1 +12V 
            │ Jumper     9┌┐10 │    2 +12V                        2 GND 
            │ Locations   ││   │    3 GND                         3 GND 
            │            1└┘2  │                                  4 +5V 
            └┬──┬┬─────────┬┬──┤ 
             └──┘└─────────┘└──┘ 
       4-pin   │  │          │ 3-pin 
       Power───┘  Controller └─Power  
                  Cable 
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