
DMP 2130  (260-2845)           Specifications          Faxback Doc. # 4200 
 
Specifications: 
 
Interface...............................................Centronics Parallel 
                                                                 (IBM Port) 
Print Method..............................Impact Dot Matrix (Logic Seeking) 
Print Head..........................................................28 Pins 
 
Emulation.................................................IBM Proprinter XL 
                                                              Epson FX-286E 
 
Buffer Size......................................................32 KB Max. 
 
Power Supply..........................................105V to 135V AC, 60Hz 
Power Consumption: 
   Printing...........................................................150 W 
   Standby.............................................................10 W 
 
Weight.............................................................33.1 lbs 
Dimensions.............................23.9 (W) x 13.8 (D) x 8.2 (H) inches 
 
Environmental Conditions: 
   Operating Temperature............................55 to 85°F (13 to 30°C) 
      Humidity.................................20 to 80% RH, non-condensing 
   Storage Temperature...........................-25 to 150°F (-40 to 66°C) 
      Humidity.................................10 to 90% RH, non-condensing 
 
Paper Feed Method...............................Friction feed, Tractor feed 
                                                             (Push tractor) 
Paper: 
   Types of Paper....................................Fanfold, Single Sheets 
   Width.............................................101.6-419.1 mm (4-16") 
   Thickness..................................0.05-0.35 mm (0.002 - 0.014") 
   No. of Copies...............Original + five copies (Total thickness must be 
                         less than the maximum thickness value given above) 
                                (Original + three copies with carbon paper) 
Line Feed Directions................................................Forward 
                                                                    Reverse 
Line Feed Increments...............................1/6", 1/8", n/72", n/216 
Line Feed Speed..................................................MAX. 5 IPS 
 
Print Speed: 
   Draft Mode 
      Pica................................400 cps...................136 lpm 
      Pica................................400 cps....................68 lpm 
      Elongated Pia.......................200 cps....................68 lpm 
      Elite (Epson).......................480 cps...................163 lpm 
      Elite (IBM).........................400 cps...................163 lpm 
      Elongated Elite (Epson).............240 cps...................180 lpm 
      Elongated Elite (IBM)...............200 cps....................81 lpm 
      Condensed...........................342 cps...................233 lpm 
      Elongated Condensed.................171 cps...................116 lpm 
      Condensed.Elite (Epson).............400 cps...................272 lpm 
      Elongated Condensed Elite...........200 cps...................136 lpm 
      (Epson) 
 



   NLQ Mode 
      Pica................................100 cps...................136 lpm 
      Pica................................100 cps....................68 lpm 
      Elongated Pica.......................50 cps....................68 lpm 
      Elite (Epson).......................120 cps...................163 lpm 
      Elite (IBM).........................100 cps...................163 lpm 
      Elongated Elite (Epson)..............60 cps...................180 lpm 
      Elongated Elite (IBM)................50 cps....................81 lpm 
      Condensed.........................85.72 cps....................33 lpm 
      Elongated Condensed...............42.91 cps....................16 lpm 
      Condensed.Elite (Epson).............100 cps...................272 lpm 
      Elongated Condensed Elite............50 cps...................136 lpm 
      (Epson) 
 
 
Character Types............................................ASCII Characters 
                                                   International Characters 
                                                           Block Characters 
                                                    Line Drawing Characters 
Print Format: 
   Draft Mode.............................................9 (H) X 9 (V) dot 
   NLQ Mode.............................................19 (H) X 18 (V) dot 
 
Character Pitch: 
   Pica.................................................10 cpi, 136 columns 
   Elongated Pica.........................................5 cpi, 68 columns 
   Elite................................................12 cpi, 163 columns 
   Elongated Elite........................................6 cpi, 81 columns 
   Condensed..........................................17.1 cpi, 233 columns 
   Elongated Condensed................................8.55 cpi, 116 columns 
   Condensed Elite......................................20 cpi, 272 columns 
 
Ribbon: 
   Standard Black Ribbon Cassette (26-2846) 
 
(dtc-07/26/93) 


