
720K Floppy Drive  (250-1075)      Settings             Faxback Doc. # 5455 
 
For Models 1000TL and 1000HX 
 
┌──────────────────────────────────────────────────────────────────────┐ 
│Drive Select Switch                                                   │ 
├──────────────────────────────────────────────────────────────────────┤ 
│Located on the right side of the drive cabinet, toward the rear.      │ 
│  ┌────────────────────────────────────────────────────────────────┐  │ 
│  │                                                                │  │ 
│  │                                                                │  │ 
│  │                                                 ┌── D C B A ───┤  │ 
│  │       ┌─────────────────────────────────────────┘ ┌────────┐   │  │ 
│  │ ┌─────┘                                           │┌┐┌┐┌┐┌┐│   │  │ 
│  ├─┘                                                 │└┘└┘└┘└┘│   │  │ 
│  └───────────────────────────────────────────────────┴────[]──┴───┘  │ 
│The drive is factory set for drive B.                                 │ 
└──────────────────────────────────────────────────────────────────────┘ 
 
To install drive in a 5-1/4 opening you will need an adapter kit 25-1076. 
 
 
┌─────────────────────────┐ 
│MANUFACTURER:  SONY      │ 
│MODEL:   MP-F11W-71D     │ 
│HEADS:   2               │ 
│CYL:     80              │ 
│PART #:  AXX-5139        │ 
│                         │ 
└─────────────────────────┘ 
 
                  ADDING A SECOND 3.5 INCH DRIVE TO A 1000 HX 
 
1000 HX (Cat. # 25-1053) can only use the 25-1065 3.5 inch floppy drive, as  
the secondary internal disk drive. 
 
1000 HX (Cat. # 25-1053A) can only use the 25-1075 3.5 inch floppy drive, as  
the secondary internal disk drive. 
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